B.
DRAFT CONTRACT AND SPECIAL CONDITIONS, INCLUDING ANNEXES
DRAFT CONTRACT
SUPPLY CONTRACT FOR EUROPEAN 

UNION EXTERNAL ACTIONS

No. BalkanROAD 2432/TD05
financed from the EU General Budget
Macedonian Organic Producers Federation

Non-profit organization

Mladinska Str. No.146

2400 Strumica, R.Macedonia  

VAT: 4030008032956
 ("The Contracting Authority"),
of the one part,

and

<Full official name of Contractor> 
[<Legal status/title>]

[<Official registration number>]

<Full official address>
[<VAT number>]
, (“the Contractor”)

of the other part,

have agreed as follows:

PROJECT: Towards farm with zero carbon, waste and water footprint. Roadmap for sustainable management strategies for Balkan agricultural sector 
CONTRACT TITLE 
 Supply of equipment for the Pilot Farm 
Identification number: BalkanROAD 2432/TD05
Article 1
Subject
1.1 The subject of the contract shall be the supply and delivery of the following supplies:
	Item No.
	Specification Required
	Quantity

	1
	Compost spreading/placing machine 

· Purpose/activity performance: The machine is to be used for precise placing / spreading compost on the cultivation plot in defined rows 
· Operational characteristics: The compost need to be speeded in 15 to 20 cm lines with a possibility of adjusting the depth of the compost layer. The machine should allow spreading of compost on empty rows and on rows already planted with seedlings.
· Spreader Disk Speed: Min. 540 rpm
· Number Spreader Disk: minimum one
· Spreader Disk rotation Speed: Independent from the movement speed
· Body construction: Metal, solid construction
· Fertilizer Filling Capacity: > 1500 l
· Height of the machine: < 2000 mm
· Dimension: Sufficient to allow loader 
· Design system that allows easy access and cleaning, compact design, comfortable workability
· Operational speed (km/h): Min 6-10 km/h 
· Working with fertilizer (m): > 10m           
· Fingertip sensor: Not obligatory
· Required tractor power: < 30kw
· Driving force: Trailed or carried by tractor
· Additional options: Attachable to standard attaching mechanisms at the rear of small tractors 
	1

	2
	Mechanical weeding machine
· Purpose/activity performance: Mechanical weeding machine is aimed to directly operate between plants and between rows with transplanted plants, without bringing damage to the root and leaf system of the seedling , thus eradicating weeds and eliminating the needs of chemical herbicides

· Operational characteristics: Weeding between rows and inside the plant row of young transplanted plants. Weed-control by destroying germination of weeds by damaging them or implementing “root up” effect for young weeds.
· Row working width / clearance: from 35cm to 55 cm
· Number of rows: Minimum two rows (suitable for all cultivation transplanted and sown in line).
· Row distance: The machine must allow changeable distance of the weed clearance effect. Weeding must be applicable on row distance from 30cm to 50 cm. 
· Body construction: Metal, solid construction, All elements must be stone resistant especially if plastic or rubber elements are included. 
· Design: compact design that allows comfortable workability, easy access exchangeable weeding elements for different soil conditions. Possibility to install elements for breaking soil crust
· Operational use: 4km/h - 15 km/h
· Working depth: Penetrate 2 - 4 cm in the soil, eliminating the germination of the weeds
· Required tractor power (kw): < 30kw 
· Driving force: Trailed
· Additional options: Attachable to standard attaching mechanisms at the rear of small tractors
	1

	3
	Pneumatic precision seed drill
· Purpose/activity performance: The pneumatic precision seed drill aim is at sowing different seeds directly in the soil or in prepared compost rows.
· Operational characteristics: Needs to be suitable for multi-purposes sowing and adjustable to different kinds of soil and different crops seed to be sown. Beside in soil the drill will be used to sow seeds in already formed compost rows with 3-4 cm depth. 
· Distance Between planting Rows (cm): from 45cm to 90 cm.
· Number of rows: Minimum four rows.

· Body construction: Metal, solid construction, Design: compact design that allows comfortable workability.
· Driving force: Trailer
· Additional options: Attachable to standard attaching mechanisms at the rear of small tractors
· Rear pressure wheels: Yes, corresponding to the number of rows that will be planted
	1

	4
	Compost Turning Machine 
· Purpose/activity performance: Compost Turning Machine, capable of turning and aerating in a single pass a properly dispersed compost windrow, will be used to turn and move the  compost at a composting site 

· Operational characteristics: The Compost Turning Machine must be capable of turning the Windrow piles in place.
· Size of windrow: The machine will be capable of working with 1.5 m base windrows.  The Windrow Height shall be 0,6m to 1m.
· Rotation speed: Adjustable speed rotating drum, independent from the moving speed
· Water spray system: The machine should be equipped with a water spraying system to facilitate the addition of water to materials while turning
· Body construction: Metal, solid construction

· Design; Compact design that allows comfortable workability.
· Rotation speed: Min 540 rpm - independent from the movement speed 

· Required tractor power (kw): < 60kw 
· Driving force: Trailer
· Additional options: Attachable to standard attaching mechanisms at the rear of tractors
	

	5
	Compost screening machine 

· Purpose/activity performance: Composted material screening (separation by different sizes)  
· Operational characteristics: The Compost Screening Machine will be used to separate digested and small compost particles from the composted material. The screened material needs to be manageable by the compost spreading / placing machine for forming compost rows.
· Hopper volume (m3): Sufficient to allow loader filling of the fertilizer, minimum 0,5m3, with drum feeding mechanism.

· Screening drum Diameter(m): Minimum 1m

· Screening drum Length (m): 3m
· Screening drum Rotation speed (rpm): 20 to 25rpm
· Screening size: 2cm
· Body construction: Metal, solid construction
· Design: Compact design that allows comfortable workability
· Screened compost discharge: Conveyor suitable for loading trailers

· Screened compost discharge: Discharge suitable for direct loading o f trailers 


	1


The place of acceptance of the supplies shall be Mladinska Str No.146, 2400 Strumica,  the time limits for delivery shall be one month and the Incoterm applicable shall be DDP
. The implementation period of tasks shall run from the day after both parties will sign the contract.
1.2
The Contractor shall comply strictly with the terms of the Special Conditions and the technical annex. 
Article 2
Origin
The rules of origin of the goods are defined in Article 10 of the Special Conditions.  

A certificate of origin for the goods must be provided by the Contractor at the latest when it requests provisional acceptance of the goods. Failure to comply with this condition may result in the termination of the contract.
Article 3
Price
3.1
The price of the supplies shall be that shown on the financial offer (specimen in Annex IV). The total maximum contract price shall be EUR 19.500,00 no VAT included.
3.2 
Payments shall be made in accordance with the General and/or Special Conditions (Articles 26 to 28).
Article 4
Order of precedence of contract documents
The contract is made up of the following documents, in order of precedence:

· the contract agreement;

· the Special Conditions

· the General Conditions (Annex I);

· the Technical Specifications (Annex II [including clarifications before the deadline for submission of tenders and minutes from the information meeting/site visit];

· the Technical Offer (Annex III);
· the budget breakdown (Annex IV);

· specified forms and other relevant documents (Annex V);

The various documents making up the contract shall be deemed to be mutually explanatory; in cases of ambiguity or divergence, they shall prevail in the order in which they appear above. 
Article 5
Other specific conditions applying to the contract

Done in English in two originals, one original being for the Contracting Authority and one original being for the Contractor.

	For the Contractor
	For the Contracting Authority

	Name: 
	
	Name: Goran Angelovski
	

	Title: 
	
	Title: President 
	

	Signature:
	
	Signature:
	

	Date:
	
	Date:
	


�	Where the contracting party is an individual.


�	Where applicable. For individuals, mention their ID card or passport or equivalent document - number


�	Except where the contracting party is not VAT registered.


�	 	DDP (Delivered Duty Paid)  -  Incoterms 2010 International Chamber of Commerce - http://www.iccwbo.org/incoterms/
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